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Efficacy: 107.3 Lumens/Watt

Lamp Arc

Voltage

Lamp

Current Lamp Watts Frequency

108.13VAC 0.2720A 29.00W 26.0kHz

Radiant Luminous Corr.Color Color Rend. 350 5.4390 610 191.0800

Flux Flux Temperature Index Ra 360 2.0051 620 57.5550

mW lumen K 370 2.8831 630 52.6520

8292.939 3110.932 3075 80.6 380 1.3143 640 5.6508

Chroma Chroma Chroma Chroma 390 0.2457 650 17.2920

x y u v 400 0.0000 660 3.7208

0.4475 0.4363 0.2438 0.3566 410 3.6680 670 5.0515

420 0.8214 680 4.7981

430 1.1543 690 4.6013

440 13.0880 700 1.1352

450 1.1864 710 20.7830

460 1.0340 720 0.3594

470 1.3912 730 0.3997

480 3.1538 740 0.0000

490 50.9350 750 0.0000

500 14.8130 760 2.3008

510 1.6187 770 0.0000

520 1.3048 780 0.0000

530 1.6814 790 0.0000

540 58.8810 800 0.0000

550 85.7480 810 5.0281

560 5.8822 820 0.0000

570 2.8485 830 0.0000

580 40.9780 840 0.0000

590 49.3350 850 0.0000

600 29.7740

Date: 10-01-2007
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Lamp Description: One 29 Watt T8 Linear Fluorescent Lamp #1

Lamp Catalog Number: Kumho F32T8/29W/830

Prepared For: Kumho Electric

LTL Number: 12068
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